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CLASSIC DESIGN FOR A PLEASING SHAPE TO  
EXTERIOR FACADES – THE LED OUTDOOR LIGHTS 
AL P MONZA / GARDA LED SERIES

2  |  

2.) CONVENIENT MOUNTING USING ONE-HAND PLUG BASE 4.) ADJUSTMENT UNIT ELEGANTLY CONCEALED

The light holder with integrated sensor can be secured into its base with just  
one click. One hand always stays free — for example, to hold onto the ladder.

1.) FLEXIBLE FIELD OF DETECTION 3.) LARGE WIRING SPACE 

The lights include an integrated motion detector with a 130° field of de-
tection. As the detector lens is flexible, coverage and range can be easily  
adjusted to suit the on-site conditions.

The spherical covers made of milky or bubble glass contain efficient LEDs, while 

an integrated motion detector provides for even more additional energy efficiency. 

Even the installation itself is efficient: thanks to ample wiring space and a com-

fortable one-hand plug base!

In the first step, only the connection plug is installed to the wall, offering ample 
room to comfortably wire the cable.

The adjustment unit is elegantly concealed under the cover. The cover can be 
easily removed, and switch-off delay time or target light value can be adjusted 
simply using the potentiometers!

OUTDOOR LIGHTING   AL P MONZA/GARDA SERIES
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INSTALLATION TYPE: 
Wall mounting

AL P GARDA LEDAL P MONZA LED
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Find out more online at:
http://wall-lighting.esylux.com/
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This lamp contains 
built-in 

LED bulbs.

The bulbs in the lamp 
cannot be replaced.
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SAMPLE

TECHNICAL DATA: 2700 K

6 W 6 W

PRODUCT DESIGNATION AL P MONZA 130 … LED AL P GARDA 130 … LED

Item no. white, similar to RAL 9010 EL10026331 EL10026362

 Black, similar to RAL 9005 EL10026348 EL10026379

Mains voltage 230 V ~ 50 Hz 230 V ~ 50 Hz

Overvoltage protection Category II Category II

Rated output 6.6 W 6.6 W

Luminous flux 490 lm 400 lm

Luminous efficacy approx. 75 lm/W approx. 60 lm/W

Color Rendering Index CRI > 80 > 80

LED service life @ Ta = 25°C 25,000 hrs L80B50 25,000 hrs L80B50

Permissible ambient temperature -25°C - +55°C -25 °C - +55°C

Housing material ABS + bubble glass ABS + milky glass

Protection type IP 44 IP 44

Protection class II II

Installation type Wall mounting Wall mounting

Dimensions Width 215 mm
Height 275 mm
 Depth 250 mm

Width 215 mm
Height 275 mm
Depth 250 mm

With motion detector

Field of detection (with horizontal rotation) 130° 130°

Range of detection (at recommended installation height of 1.80 m) 12 m 12 m

Switching capacity 230 V ~ 50 Hz
500 W 2.2 A (cos phi 1)

115 VA / 0.5 A (cos phi 0.5)

230 V ~ 50 Hz
500 W 2.2 A (cos phi 1)

115 VA / 0.5 A (cos phi 0.5)

Switch-off delay time approx. 5 sec. - 12 mins. approx. 5 sec. - 12 mins.

Light value approx. 5 - 2,000 lux approx. 5 - 2,000 lux

Technical and design features may be subject to change. The power output may deviate from the specified value by +/- 10%.
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